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Metallized polypropylene film Interference Suppression capacitor

( Class X2, 305Vac/350Vac,
m 4pEEE Outline Drawing

Temperature Humindity Bias (THB) series )
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m Features

® Metallized polypropylene film

® Withstanding overvoltage stressing

® Excellent active and passive flame resistant abilities

® High stability of capacitance under severe ambient condition,
such as high temperature and high humidity.

e Used in across-the-line,interference su pression circuit.

° cac IEC60384-14:2013, 250/275/305/310VAC,0.0010uF~10.0uF
(RE) IEH S (Certificate No.): CQC16001146957
° 7 ENEC-VDE EN 60384-14:2013(VDE 0565-1-1:2014), 250/275/305/310VAC,0.0010pF~10.0pF
— (BX28) E S (Certificate No.): 40044173
UL 60384-14:2015, 250/275/305/310VAC,0.0010uF~10.0puF
° N uL/cuL JiEF S (Certificate No.): E484578
C us (RE/MER) | UL 60384-14:2015, 250/275/305/310VAC,0.0010uF~10.0pF
JIEH S (Certificate No.): E484578
IEC60384-14:2013, 250/275/305/310VAC,0.0010uF~10.0uF 40/110/56/B
. Gz GRS JEH S (Certificate No.): DE1-57127

m HAREXR Specifications

& 2823 Class X2 %

SRS/ BRMRELR

Climatic Category/Passive Flammability Category 407110/56/8

T{ERESERE Operating Temperature Range -40C ~ +110C

#EBJE Rated Voltage 250/275/305/310VAC, 50/60Hz
B AELEE i E Maximum continuous DC voltage | 560Vdc

it

83t E Capacitance Range

0.001uF ~10.0pF

it

AR ERE Capacitance Tolerance

+10%(K), =20%(M)

it JE Voltage Proof

5| £~ I8 Between Terminals: Cn < 10.0uF:1 800Vdc (2s) or 1 500Vdc (1min)

55 2 id Between Terminals To Case: |2 200Vac (1min)

#a%%BPE Insulation Resistance

R = 15000MQ, Cn < 0.33uF

RCn = 5000s, Cwn >0.33uF (20 ,100V, 1min)

$R#%# IE ] Dissipation Factor

0.10uF < Cn < 1.0uF < 15x10*(1kHz,20C) | < 40x 10*(10kHz,20°C )

1.0pF < Cn < 10.0pF < 30 x 107%(1kHz,20C )

Cn > 10.0pF < 40 x 107(1kHz,20C )

B EA
THB test (Damp heat test with loading)

Temperature: 85C +2°C ; Humidity: 85%RH + 2% RH
Voltage: 300Vac 50Hz; Duration: 1 000 hours (Cn > 0.47uF)
Capacitance change (A C/C): < 10%

Dissipation factor change (Atg 8 ): < 0.5% (1kHz)

Insulation resistance: = 50% of the rated value
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Hor?;ad TYPE:MKP-D  MKP62D

Metallized Polypropylene Film Class X2 Temperature Humidity Bias series

R~ Dimensions(mm)

310VAC 310VAC 310VAC
Rated Rated Rated
Cap.uF Wi H]T]P]d Cap.uF wWiH] T P d Cap.uF Wi H] T P d
max max max 1.0 +0.05 max | max | max | 1.0 | 005 max | max | max | #1.0 | 005
0.001 10 9 4 7.5 0.6 0.01 18 11 5 15 0.8 0.47 31 18 9 27.5 0.8
0.001 10 9 4 7.5 0.6 0.01 18 11 5 15 0.8 0.68 31 19 1 27.5 0.8
0.0022 10 9 4 7.5 0.6 0.022 18 11 5 15 0.8 0.82 31 19 1 27.5 0.8
0.0022 10 9 4 7.5 0.6 0.022 18 11 5 15 0.8 1 31 19 1 27.5 0.8
0.0033 10 9 4 7.5 0.6 0.033 18 1 5 15 0.8 1.2 31 22 13 275 0.8
0.0033 10 9 4 7.5 0.6 0.033 18 11 5 15 0.8 1.5 31 22 13 27.5 0.8
0.0047 10 9 4 7.5 0.6 0.047 18 11 5 15 0.8 1.8 31 24.5 14 27.5 0.8
0.0047 10 9 4 7.5 0.6 0.068 18 11 5 15 0.8 2 31 28 14 275 0.8
0.0068 10 9 4 7.5 0.6 0.082 18 11 5 15 0.8 2.2 31 28 14 27.5 0.8
0.0082 10 9 4 7.5 0.6 0.1 18 11 5 15 0.8 2.5 31 28 17 27.5 0.8
0.01 10 9 4 7.5 0.6 0.1 18 12 6 15 0.8 2.7 31 33 18 27.5 0.8
0.022 10 9 4 7.5 0.6 0.15 18 12 6 15 0.8 3 31 33 18 27.5 0.8
0.033 10 11 5 7.5 0.6 0.18 18 13 7 15 0.8 3.3 31 33 18 27.5 0.8
0.047 10 12 6 7.5 0.6 0.22 18 14.5 8.5 15 0.8 4.7 31 37 22 27.5 0.8
0.068 10 135 8.5 7.5 0.6 0.27 18 14.5 8.5 15 0.8 1.5 41 26 145 | 375 1.0
0.1 10 135 8.5 7.5 0.6 0.33 18 14.5 8.5 15 0.8 1.8 41 26 145 | 375 1.0
0.0022 13 9 4 10 0.6 0.39 18 16 10 15 0.8 2 4 26 145 | 375 1.0
0.0022 13 9 4 10 0.6 0.47 18 16 10 15 0.8 2.2 41.5 26 145 | 375 1.0
0.0047 13 9 4 10 0.6 0.47 18 18 9 15 0.8 2.5 41.5 26 145 | 375 1.0
0.0047 13 9 4 10 0.6 0.56 18 18 10 15 0.8 2.7 41.5 26 145 | 375 1.0
0.0068 13 9 4 10 0.6 0.68 18 19 1 15 0.8 3 41.5 30 17 37.5 1.0
0.0068 13 9 4 10 0.6 0.68 18 21 12 15 0.8 3.3 41.5 30 17 37.5 1.0
0.0082 13 9 4 10 0.6 0.15 26.5 15 6 22.5 0.8 3.9 41.5 30 17 37.5 1.0
0.0082 13 9 4 10 0.6 0.18 26.5 15 6 22.5 0.8 4.7 41.5 35 19 37.5 1.0
0.01 13 9 4 10 0.6 0.22 26.5 15 6 22.5 0.8 5.6 415 | 355 | 225 | 375 1.0
0.01 13 9 4 10 0.6 0.27 26.5 15 6 22.5 0.8 6.8 415 | 355 | 225 | 375 1.0
0.022 13 9 4 10 0.6 0.33 26.5 | 16.5 7 22.5 0.8 8.2 41.5 41 275 | 375 1.0
0.033 13 9 4 10 0.6 0.39 26.5 | 16.5 7 225 0.8 10 41.5 41 275 | 375 1.0
0.047 13 11 5 10 0.6 0.47 26.5 17 8.5 225 0.8
0.056 13 11 5 10 0.6 0.56 26.5 19 10 22.5 0.8
0.068 13 12 6 10 0.6 0.68 26.5 19 10 22.5 0.8
0.082 13 12 6 10 0.6 0.82 26.5 19 10 225 0.8
0.1 13 12 6 10 0.6 1 26.5 20 1 225 0.8
0.15 13 14 8 10 0.6 1.2 26.5 22 12 225 0.8
0.18 13 16 8 10 0.6 1.5 26.5 23 13 225 0.8
0.22 13 16 8 10 0.6 1.8 26.5 24 14 225 0.8
2 26.5 25 15 225 0.8
22 26.5 25 15 225 | 0.8

O For inquiry of items out of above range or with special dimensions, please do not hesitate to contact with us for availability.
O EIRYEH 2 Fk, 1WERERAIER, Ml mKiil.
© For inquiry of items out of above range or with special dimensions, please do not hesitate to contact with us for availability.
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